Vacuum Booster

Vacuum Boosters

Tum modeller standart olarak direkt akuple ve su sogutmali tipte imal edilmektedir. Tum
modeller kayis-kasnak tahrikli, inverterli, termostatik korumal olarak da imal edilebilir.

All models of Vacuum Boosters can be built with direct coupling and water cooling, also
with belt and pulley drive, with inverter and thermostatic protection.
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VACUUM BOOSTER OLCULERI
VACUUM BOQSTER DIMENSIONS

MODEL ‘ DP/PN A B G o e L
B Genislik Width
VB700 | 100416 336 344 840 € Gk Lt
VB 1000 | 125/16 336 344 920
VB 1500 ‘ 276 336 344 188
VB 1800 | 125/16 440 438 1340
VB 2700 | 150/16 440 438 1285
VB 4000 | 20016 440 438 1460 <
VB 6000 | 250/10 505 540 1920
[a]
VB 700 VB 1000 VB 1500
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KASNAK BAGLANTILI VACUUM BOOSTER OLCULERI

PULLY DRIVEN VACUUM BOOSTER DIMENSIONS
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MODEL DR/PN ‘ A B &
VB 6000 250/10 ‘ 165 500 1295
VB 10000 300710 ‘ 1550 920 1430
!
VB 6000
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A Yikseklik Height
B Genislik Width
€ Uzunluk Length
VB 10000
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VACUUM BOOSTER TEKNiK DEGERLER / PERFORMANS TABLOSU
VACUUM BOOSTER TECHNICAL SPECIFICATIONS / PERFORMANCE VALUES
MODEL ‘ NOMINAL KAPASITE (/) MOTOR GUCU (kw) BAGLANTIFLANSLARI VARV BRI FARKI DEVIR (RPM)
______
VB 250 DN8O 80 mbar 1500
VB 500 475 22 DN8O 70 mbar 3000
VB 700 670 3 DN100 50 mbar 3000
VB 1000 970 4 D100 50 mbar 3000
VE 1500 1450 55 DNI25 50 mbar 3000
VB 1800 1750 75 ONI25 50 mbar 3000
VE 2700 2600 n DN150 40 mbar 2000
VB 4000 3800 s DN200 30 mbar 3000
VB 6000 6100 15/185 DN200 30 mbar 3000
VB 8000 8150 185 DN250 25 mbar 3000
VB 10000 11000 2 DN300 30 mbar 1500/1800
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